
Message: 2 
   Date: Tue, 04 Feb 2003 00:20:54 -0000 
   From: "henson63038 marty-henson@clayton-engineering.com  
Subject: Worthless Manual 
 
Before installing the flywheel, bellhousing, and clutch on my 59  wagon this weekend I 
(for once)was a good little mechanic and read  the service manual.  It made it sound like a 
piece of cake.  According to the gospel, I bolted on the flywheel and the the clutch.  
I started to put on the bellhousing and noticed two holes at the top/outside and three holes 
inside, one just above the crank flange and two on either side.  There wasn't enough room 
between the flywheel and the engine to insert bellhousing and bolts and there is  
no way to tighten the bolt above the crank flange with the flywheel in place.  So, I took it 
all off and installed the bellhousing first. The flywheel would not go inside the 
bellhousing.  Thinking that removing casting flash off the inside of the bellhousing would 
remedy the problem was another effort in futility.  After taking off bellhousing two more 
times to remove more material I had a revelation that the bell housing had to installed 
loose so that the the larger part of the bellhousing was available to accommodate the 
flywheel and that the inside center bolt hole was only there to confuse me.  Even  
with the center bellhousing bolt out and  bellhousing bolts loosen, I still had to drive the 
lower three flywheel bolts towards the front of the engine to get the clearance I needed.  
No where in the manual did it descibe this ordeal.  Am I missing something?  Will it hurt 
to leave the bellhousing bolt out? Who designed this darn thing? 
Marty- St.Louis 
59 Station Wagon  
 
Message: 2 
   Date: Tue, 04 Feb 2003 14:18:24 -0000 
   From: "nn21gj jasperg@nationwide.com  
Subject: Re: Worthless Manual 
 
 
Marty, I installed a new clutch, pressure plate, and bearing in my 60  4X4 wagon a few 
months ago and had the same problem. The way I got it to work is as follows: 1. I 
attached the bell housing with all the bolts loosely so I could still push the flywheel up 
and onto its bolts. 2. I then pushed the bell housing flush against the block and  
tightened the two bolts that are inside between the flywheel and the block.( I used a long 
open and box end to get the bolts as tight as possible. I can see no way you could get a 
torque wrench up in there.)You need to keep the flywheel hanging on the bolts so you 
have enough room to turn the wrench. Be careful the fly wheel is heavy and can cause 
fingers to turn funny blue and red colors if dropped (don't ask.) 3. I then tightened the rest 
of the bell housing bolts. 4. tightened the flywheel.  Some notes, did you have the 
flywheel cleaned up and turned down? Make sure you line up the clutch using  
either a spline from an old tranny or a wooden dowel. Always install a new pilot bearing 
into the crank.  Hope this helps. 
Gary  60 wagon 4x4 
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